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FEET
KERMESITE LODE

At Cor. No. 1 of the Kermesite lode, identical
with Cor. No. 1 of the Kermesite No. 3 lode of
this survey.

Set an iron pipe, 36 ft. long, 1 in. diam.,
2k ins. in the ground, in a mound of stone,
with brass cap mkd. K-1-K-3-1-4915; from
which

The one quarter Cor. common to secs.

10 and 15, T. 27 N., R. 33 E., M.D.M.
bears N. 12°05'39" E., 1153.43 feet
dist.; monumented with stone 16 x 10 x 8
ins., mkd. *% on the North face, in a
mound of stone.

There are no bearing trees or
objects near. '

Thence S. 79°51'16" E.,

286.67 |Lode line; discovery point bears
S. 12°49'59"™ W., 692.94 ft. dist.

511 Center of dry gully, course S. 54° E.

573.35 |Cor. No. 2, identical with Cor. No. 2 of the
Kermesite No. 3 lode of this survey.

Set an iron pipe, 3 feet long, 1 in. diam.,
18 ins. in the ground, and in a mound of stone,
3 ft. base, with brass cap mkd. K-2-K3-2-4915.

There are no bearing trees
or objects near. \

Thence S. 12°17'11" W.,

30 Center of dry gully, course S. 54° E,
200 Top of spur, runs S. 50° E., and N. 50° W.
ko8 Center of dry gully, course S. 50° E.
920 Center of road, 12 feet wide, bears S. 34° E.,

and N. 35° W.

1385.31 |Cor. No. 3, identical with Cor. No. 2 of the
Kermesite No. 2 lode of this survey.

Set an iron pipe, 3 ft. long, 1 in. diam.,
12 ins. in the ground to bedrock, in a mound
of stone, 4 ft. base, with brass cap mkd.
K-3-K2-2-4915. .

There are no bearing trees or
obJjects near.

Thence N. 79°51'16" W.,

284 Center of dry gully, course S. 15° E.
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