Survey -of a portion of the subdivisions of T. 13 N., R. 61 E.

— o

W = ———————— e

At base of post, deposit a granite stone, 12 x 5 x 4 insr,

marked with cross (x). No other accessories available.
Road, bears N¥., and SE.

The cor. of secs. 5, 6, 7 and 8.

| Land, slightly rolling. Soil, light, sandy and gravelly
clay. Undengrowth, shadscale, sage and scant growth of

grass. Timber, scattering juniper.

West, on a true line, bet. secs. 6 and 7.
Over rolling land, through scattering juniper.

Dry wash, course SE,

On summit of spur, projecting N., set an iron post, 3 ft}
long, I in. in diem., 20 ins. in the ground, to solid |
rock, and 16 ins. in a mound of stone, for the % sec.
cor;, with brass cap’mkd. |
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from which

A juniper, 5 ins. in diam., bears N, 38;° E., 137 1lks.
dist., marked 7 S6 BT

A juniper, 5 ins. in diam., bears S.69%'° w., 75 1lks.
dist., marked % S7 BT

Dry wash, course NE,

Intersect the W. Bdy. of the township:, at a point,
S. 0° 18' W., 4.15 chs. dist. f£rom the cor. of secs.

1 and 12. At the point of intersection, set an iron

post,lz ft. long, 2 ins. in diam., 18 ins. in the

ground, and 18 .ins. in a mound of stone, for the closin
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cor. of secs. 6 and 7, with brass cap mkd.
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from which -
A juniper, 2 ins. in diam., bears N. 78:° E., 253 lks.

dist., marked CC T13N R61E S6 BT




