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Point of rocky spur, slopes NE,

Point for the i sec. cor. of secs. 1 and 6, which is monumented

(@)

with a limestone, 20 x 14 x 8 ins., firmly set in a mound of stone,
mkd. and witnessed as described in the official r*cord

At the corner point

Set an iron post, 30 ins. long, 25 ins. dlam., 24 ins. in the
ground, with brass cap mkd.

Bury the cor., stone alongside the iron post.

Raise a mound of stone, 4 ft. base, 3 ft. high, W. of cor.

o

N, O0° 10! W., beginning new measurement.

ttered und@rvrowth

g;

Continue over heavily rolling land, through sca
Desc. 63 ft, over rocky NE. slope.

Gulch, 50 lks. wide, drains E.; asc. 57 ft, over SE. slope.
Point of spur, slopes B.; desc. 69 ft. over NE., slope.
Gulch, 50 lks. wide, drains Z.

-

Point of spur, slopes NE.; desc. 52 ft. over N. slope to cor.

Point for the cor. of Ts, 22 and 23 S., Rs. 60 and 61 E., which
is monumented with an iron post 23 ins,., diam., & ins. above ground,
firmly set, mkd. and witnessed as described in the official record.

Land, heavily rolling.,
Soil, rocky and gravelly.
Timber, none; undergrowth, scattered greasewood.

Dependent Resurvey of a Portion of the Subdivision, T. 23 S., E. 61 B

Heestablishment of the Survey Ixecubed by

Deputy Surveyors Brunt and Froctor in 188l.

Beginning the portion of the subdivisional lines at the cor. of
secs, 10, 11, 14 and 15, which is monumented with a basalt stone,
16 x 14 x 1z ins., firmly set in a mound of stone, mkd. and wit-
nessed as described in the official record.

At the corner point
Set an iron post, 30 ins. long, diam., 8 ins. in the

ground to solid rock and in a nOun} of stone to top, with brass
cap mkd.
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