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Dep. ‘Rese. Su,bdivision, T. .23 S., R. 61 W

Chains

Set an iron post, 30 ins. long, 2: ins. diam., 24 ins. in the
ground, with brass cap nkd.

Bury the cor. stone alongside the iron post.

Raise a mound of stone, 4 ft. base, 3 It. high, W. of cor.

N. 0° 12' V,, beginning new measurement.
Over nearly level land, through scattered undergrowth.

Center line of highway from Henderson, Nevada, to U. S. Highway
No. 91 and 466, bears N. 48° 30! E. and 5. 48° 30' W.

e

Wire fence with steel posts, bears N. 48° 30' E. and S. 48° 30" W.

The cor. of secs. 3, 4, 33 and 34 on the N. bdy. of the Tp., which
is monumented with an iron post, 2: ins. diam., firmly set, mkd.
and witnessed as defined in the record of the resurvey of the S.
bdy. of T. 22 5., R. 61 E.

o

Land, nearly level.
Soil, sandy and gravelly.

Timber, none; undergrowth, scattered greasewood.

From the cor. of secs. 4, 5, 32 and 33 on the S. bdy. of the Tp.,
which is monumented with an iron post, 2 ins. diam., hereinbefore
described.

N, 1° 53% B., bet. secs. 32 and 33.

Over mountainous land, through scattered undergrowth.

Asc. 30 ft. over rocky SSHE. slope.

-

Top of rocky spur, slopes ENE.; desc. 150 ft. over steep, rocky
NNE. slope.

Bottom of steep descent, edge bears WNW, and ENE.

Road, bears NW. and SH., in bottom of wash, 60 lks. wide, 3 ft.

deep, drains NW.

N

o

2 f't. over 5. slope.

c

B

Begin ascent; asc.
Top of ascent, slopes WNW.; desc. 96 ft. over NW. slope.

L3

Road, bears NE. and 5W. <in bottom of
drains NE.

S

wash, 1 ch. wide, 2 ft. deep,

for the i sec. cor. of secs. 32 and 33, at proportionate
ance; there is no remaining evidence of the original cor.

Set an iron post, 30 ins. long, 2z ins. diam., 14 ins. in the

: Lo solid rock, and in a mound of stone to top, wi 58
round to solid rock, and d o one to top, with brass
cap mkd.
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