4—673b 79 Lf'98
Survey of the Subdivision of T, 14 N., R, 61 E,
Chains .
: “
s6]s8s
1953
’ from which
'
A lone juniper, 12 ins. dism., bears N. 3° E., 397 lks.
dist., mkd. %+ S5 BT,
. Raise a mound of stone, 3 ft. base, 15 ins. high, around the
iron post.
51.00 Four strand barbed wire fence, bears N, 11 3/4° E. and
S. 11 3/4° W,
£0.00 Point for the 1/16 sec. cor. of secs. 5 and 6,
Set an iron post, 30 ins. long, 2% ins. diam,., 14 ins, in the
ground to solid rock, with brass cap mkd,
1/16
sSé6lss
80
1953
from which
A juniper, 6 ins. diam., bears N, 412° &,, 108 lks. dist.,
mkd. 1/16 S5 BT.
A juniper, 10 ins, diam., bears S. 32° W., 123 lks, dist.,
: mkd. 1/16 56 BT.
Asc, 15 ft. over 5. slope.
83,50 Low spur, slopes 5. 85° E.; thence along gradual E. slope.
86,08

Intersect the S. bdy. of sec. 32, T. 15 N., R. 61 E,
Point for the closing cor. of secs. 5 and 6.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the
ground, with brass cap mkd.

T15N R61E

cc¢
T14N R61E
1953

from which

A juniper, 8 ins, diam., bears S. 392° E., 101 lks, dist.,
mkd, T14N R6IE S5 CC BT,

A juniper, 12 ins, diam., bears S, 16° W,, 84 1ks, dist.,
mkd. CC BT, -

The cor., of secs, 31 and 32, T, 15 N., R. 61 E,, bears
West, 2,30 chs. dist.

land, rolling mountainous to nearly level valley.

Soil, gravelly and rocky to alkaline clay. ‘

Timber, scattering juniper and pinon; undergrowth, rabbit brush,
black brush and sagebrush, greasewood and shadscale.
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