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SURVEY. OF. THE SUBDIVISIONAL LINES, T. 17 N., R. 61 E.
CHAINS
The point for the E. % sec. cor., of sec. 1l.is at 40.00
chs. Northing from the SE. cor. of sec. 1, and is on
the E. bdy. of the Tp.
At. the corner point
Set an iron post, 28 ims. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.
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raise a mound of stone, 3% ft. base, 2% ft. high, W. of
cor.,
from which
The % sec. cor. of sec. 6, E. 17 N., R. 62 E.,
heretofore described, bears S. 0° 54' W., 11.59
chs, dist.
The core. of Tp. 17 N., Rs. .61 and 62 E., heretofore
‘described, bears N, 0° 54' E., 27.25 chs. dist.
From the cor. of secs. 1, 2, 11 and 12.
N, 0° 03' E., bet. secs., 1 and 2.
Over gently rolling land, through séattering timber and
medium heavy undergrowth; desc. 20 ft. over ENE. slope.
40.00 Point for the % sec. cor. of secs. 1 and 2.
Set an iron post, 36 ins. long, 1 in., diam., 30 ins. in
the ground with brass cap mkd.
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deposit broken glass around the iron post, 6 ins. below
the surface of the ground.
Continue over nearly level land, enter reseeded area
seeded to crested wheat grass, edge bears NW. and SE.
57.70 Road, unimproved, bears E. and W.
62.90. | Leave .reseeded area, edge bears .E. and W.; enter scatter-
. | ing timber and medium heavy undergrowth.

67.21

Intersect the S. bdy. of sec. 36, T. 18 N., R. 61 E.
Point for the closing corner of secs., 1 and 2.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.
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