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SURVEY. OF THE SUBDIVISIONAL LINES, T. 17 N., R. 6l E,

CHAINS

raise a mound of stone, 3 ft. base, 2 ft., high, W, of
cor .

Continue over géntly rolling land; asc, 20 ft. over an
ESE. slope.

42,00 Top of ascent, slopes ENE.; desc. 40 ft., over ENE. slope.
49.20i ioad, unimprbved, bears E. and W,

67.03 Intersect S, bdy. of sec. 35, T, 18 N., R, 61 E,

L Péiﬁf for the cloéing‘cof. of secs; 2 and 3.

. Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T18N R6LE
s_35

S 3]s 2

T17N R6LE
cC .
1963

from which

A juniper, 8 ins. diam;, bears S, 8%5 E., 42 1ks.
dist., mkd. T17N R61E S 2 CC BT. :

A juniper,\lO ins. diam., bears S. 45 3/4? W,
20 1lks, dist,, mkd. T17N R61E S3 CGC BT.

The cor. of secs. 34 and 35, T. 18 N., R. 61 E.,
heretofore described, bears S. 89° 59' W., 10.33
chs. dist.

The % sec. cor. of sec. 35, T, 18 N., R. 61 E,,
heretofore described, bears N, 89° 59' E., 29.47
- chs, dist.

Land, gently rolling.

Soil, sandy and gravelly clay loam.
Timber, juniper and pinon. o
Undergrowth, sagebtush and rabbit brush.

The point for the N. % sec. cor. of sec, 2 is at mid-
point and on. the N. bdy. of the Tp.

"At the.corner point

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T18N R61E

5 S 2

T17N R61E
1963

from which

A pinon, 8 ins. diam., bears S. 7° 46' W., 69
lks. dist., mkd. T17N R61E % S. 2 BT.
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