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TOWNSHIP 20 NORTH, RANGE 63 EAST

CHAINS

39.96

79.92

The magnetic declination was read at a number of
stations.throughout the township and the average of
these readings was found to be 17° east,

DEPENDENT RESURVEY OF THE EAST BDY., T. 20 N., R. 63 E,

Reestablishment of the survey executed
by A.G. Bateman and E.B. Monroe, Deputy Surveyors, in
1872. . :

From the cor. of Tps. 19 and 20 N,, Rs. 63 and 64 E.,
monumented with an iron post, 2% ins, diam., set, mkd.
and witnessed as described in the field notes of the
concurrent resurvey of the east- bdy., T. 19 N., R. 63 E,

N, 0° 18' E,, bet, secs. 31 and 36,
Over nearly level land, through heavy undergrowth.

Point for the % sec. cor. of secs,-31 and 36, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T20N
R63E R64E

%
S 36 |s 31
1963

raise a mound of stone, 3 ft. base, 1% ft. high, W. of
cor,

Point for the cor. of secs. 25, 30, 31, and 36, at
proportionate distance; there is no remaining evidence
of the original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd, -

T20N
R63E R64E
S 25 [S 30
S 36 |S 31

1963

raise a mound of stone, 3% ft, base, 1% ft, high, W. of-
cor,

Land, nearly level. . :
Soil, sandy and gravelly alkaline clay loam.
Timber, none; undergrowth, sagebrush and rabbit brush.
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