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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,

L. 35 N., R. 37 E,

CHAINS

18.00
38.80

39.40

39.70.

40.12

T35N R37E
%

S 23| s 24
1965

reset the wooden post alongside the iron post,

N. 0° 20' W., beginning new measurement.
Over. nearly level land, along fence.
Corner of fences bearing N,, E, and S.
Corner. of fences bearing N., E. and S.
Gravel road, bears E, and W.
The cor.. of secs. 13, 14, 23 and 24, as determined by the
corner of fences bearing N,, S, and W. This fence corner
is locally accepted as the.best evidence of the position
of the original corner.
At the corner point. .
Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground and in a collar of stone, with brass cap
mkd.

. T35N. R37E

S 14} s 13

S 23| 5 24

1965

Land, nearly level.
Soil, sandy loam.

Undergrowth, sagebrush and greasewood.

C

From the cor. of secs. 13, 18, 19 and 24, on the E. bdy.
of the Tp., monumented with an iron post, 2% ins. diam.,
set, mkd. and witnessed as described in the field notes
of the resurvey of T, 35 N,, R, 38 E., executed concur-
rently under.this same group. -

S. 89° 34' W., bet. secs. 13 and 24.

Over nearly level land, through medium undergrowth, along
a wandering gravel road. - :

Point for the % sec. cor. of secs. 13 and 24, -at
proportionate distance; there is no remaining evidence
of the original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.
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