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Dependent Resurvey, Portions, Subdivisional Lines,
T. 19 N., R. 63 E., Mount Diablo Mer., Nevada

CHAINS

0.30

20,00

21.10

40,00

38.60

77.20

20.00

Graded gravel road, 35 lks. wide, bears N. 15° E. and
S. 15° W.

Point for the E. 1/16 sec. cor. of secs. 6 and 7.
Set an iron post, 28 ins. long, 2% ins. diam., 22 ins. in

the ground, in a mound of stone, 3 ft. base, to top, with
brass cap mkd.
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Dirt road, 15 lks. wide, bears N. 70° W. and S. 70° E.
Point for the % sec. cor. of secs. 6 and 7, at record
bearing and dist. There is no remaining evidence of the
original cor.
Set an iron post, 28 ins. long, 2% ins. diam., 21 ins. in
the ground, in a mound of stone, 3 ft. base, to top,

with brass cap mkd.
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Survey of the Subdivision of Sec. 7,
T. 19 N., R, 63 E., Mount Diablo Meridian, Nevada

From the % sec. cor. of secs. 7 and 18.

N. 0° 11' E., on the N. and S. center line of sec. 7.
Over nearly level land, through grass and dense sagebrush.
Point for the center % sec . cor. of sec. 7, established
at midpoint in latitude bet. the % sec. cors. to the N.
and S.

Set an iron post, 28 ins. long, 2% ins. diam., 23 ins. in
the ground, in a mound of stone, 3 ft. base, to top, with

brass cap mkd.
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The % sec. cor. of secs. 6 and 7.

From the % sec. cor. of secs. 7 and 8.

S. 89° 59' W., on the E. and W. center line of the E% of
sec. 7.

Over nearly level land, through grass and dense sagebrush|
Point for the center E. 1/16 sec. cor. of sec. 7.
Set an iron post, 28 ins. long, 2% ins. diam., 18 ins. in

the ground, in a mound of stone, 3 ft. base, to top, with
brass cap mkd.
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