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DEPENDENT RESURVEY OF
A PORTION OF THE SUBDIVISIONAL LINES,
T. 35 N., R. 66 E., MDM, NEVADA

CHAINS
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Set an iron post; 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
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set a steel fence post, 5% ft. long, 2 ft. in the
ground, alongside the iron post.

The cor. of secs. 4, 5, 8 and 9.

N.- 2° 32' W., bet. secs. 4 and 5.

Over rolling land, covered with sagebrush, bunchgrass
and scattered juniper.

Point for the % sec. cor. of secs. 4 and 5, at
proportionate distance; there is no remaining evidence
of the original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 12 ins.
in the ground to solid rock and in a mound of stone, 4

ft. base to top, with brass cap mkd.
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set a steel fence post, 53 ft. long, 12 ins. in the
ground, alongside the iron post.

Point for the closing cor. of secs. 4 and 5, at
proportionate distance; there is no remaining evidence
of the original corner.

Set an iron post, 28 ins. long, 2% ins. diam., over a
cross (X) on solid rock and in a mound of stone, 4 ft.
base to top, with brass cap mkd.
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set a steel fence post, 53 ft. long, 2 ft. in the
ground, alongside the iron post.




