071

DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 23 S., R. 61 E., MOUNT DIABLO MERIDIAN, NEVADA

CHAINS
20.541

20.061

20.055

5.109

The 1/4 sec. cor. of secs. 8 and 9, determined by person(s)
unknown, monumented with a rebar, 5/8 in. diam., firmly set

1 in. below the asphalt surface. This position has been adopted
by numerous professional land surveyors on multiple recorded
surveys and is accepted as the best available evidence of the
position of the 1956 corner.

Corner 1s located at the center of Dale Avenue, asphalt-
surfaced, bears E. and W.

From the cor. of secs. 8, 9, 16 and 17.
N. 89°29'50" W., bet. secs. 8 and 17.

Center of Las Vegas Boulevard, 40 lks. wide, bears N. 17° E. and
S. 17° W.

The E 1/16 sec. cor. of secs. 8 and 17, determined by

Ralph E. Watson, Nevada Professional Land Surveyor No. 4094,
monumented with a rebar, 5/8 in. diam., firmly set, projecting
2 ins. above the ground, with aluminum cap mkd. W.E.C. RLS 4094,
as recorded in Clark County, Nevada, File 170, Page 94 of
Surveys, Instrument No. 20080110-01691. This is accepted as a
careful and faithful determination of the position of the
corner.

from which

A Magnetic nail, 1/4 in. diam., 2 ins. long, with
shiner, driven into a wooden power pole, 24 ins. diam.,
at a point 1 ft. above the ground, bears N. 37°12' E.,
59.4 lks. dist.

A brass tablet, 3 1/4 ins. diam., 3 1/2-in. stem,
cemented in a drill hole in the concrete base pad of a
transmission tower, set for a reference monument, bears
N. 48°03' W., 62.3 lks. dist., mkd. E 1/16 S8 41.1 FT
TO COR 2009 and an arrow pointing to the corner.

N. 89°29'50" W., beginning new measurement.

The 1/4 sec. cor. of secs. 8 and 17, monumented with an iron
post, 2 1/2 ins. diam., firmly set, projecting 6 ins. above a
mound of stone, 3 ft. base, 1 1/2 ft. high, with brass cap mkd.
as described in the field notes of the dependent resurvey of

T. 23 S., R. 61 E., executed under Group No. 346.

FURTHER SUBDIVISION OF SECTION 8,
T. 23 S., R. 61 E., MOUNT DIABLO MERIDIAN, NEVADA

From the E 1/16 sec. cor. of secs. 8 and 17.
N. 0°21'30" W., on the N-S center line of the SE1/4 of sec. 8.

The C-S-S-SE 1/256 sec. cor. of sec. 8, determined by

Ralph E. Watson, Nevada Professional Land Surveyor No. 4094,
monumented with a rebar, 5/8 in. diam., firmly set, projecting
1 in. above the ground, with aluminum cap mkd. RLS 4094 W.E.C.,




