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DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
T. 18 S., R. 60 E., MOUNT DIABLO MERIDIAN, NEVADA

CHAINS
12.85

29.997

18.812

Dirt road, 18 lks. wide, bears S. 32° E. and N. 32° W.

The cor. of secs. 5, 6, 31, and 32, monumented with an iron
post, 2 1/2 ins. diam., firmly set, projecting 8 ins. above the
surface of the ground, with brass cap mkd. as described in the
field notes of the 2015 dependent resurvey of a portion of the
north boundary, T. 19 S., R. 60 E., executed under Group No.
945, and with a brass washer, 2 ins. diam., mkd. CITY OF LAS
VEGAS OLV90 5NWS BM NO, wired to it.

from which reference monuments set by Danny E. Hill, Nevada
Professional Land Surveyor No. 9389, in 2007, as recorded in
Clark County, Nevada, Corner Record, Instrument

No. 20070828-0001612

A rebar, 5/8 in. diam., firmly set, flush with the
surface of the ground, with aluminum cap, 1 1/2 ins.
diam., mkd. D. HILL RM 92.85 PLS 9389, bears
N. 51°44'40" E., 140.7 lks. dist.

A rebar, 5/8 in. diam., firmly set, flush with the
surface of the ground, with aluminum cap, 1 1/2 ins.
diam., mkd. D. HILL RM 91.72 PLS 9389, bears
S. 59°57'50" E., 139.0 1lks. dist.

An aluminum cap, 2 ins. diam. (2015 Record: 1 1/2 ins.
diam.), firmly set in a concrete pad, mkd. RM 80.80
PLS 9389, bears S. 54°34'30" W., 122.4 lks. dist.

From this cor., a position determined by persons unknown,
monumented with a rebar, 5/8 in. diam., firmly set, flush with
the surface of the ground, bears N. 63°52'00" W., 0.492 chs.
dist.

DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
T. 18 S., R. 60 E., MOUNT DIABLO MERIDIAN, NEVADA

Reestablishment of a Portion of the Survey executed by
U.S. Deputy Surveyors R.H. Woods and W.H. Myrick in 1882
and a Portion of the Dependent Resurvey Executed by Cadastral
Surveyor C.S. Dukart in 2015

From the cor. of secs. 5, 6, 31, and 32, on the S. bdy. of the
Tp., hereinbefore described.

N. 8°26'40" W., bet secs. 31 and 32.
Wood post and cable fence, 2 strand, bears E. and W.

Point for the § 1/16 sec. cor. of secs. 31 and 32, at
proportionate distance.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
25 ins. in the ground, over a plastic-encased magnet, and in a
collar of stone, with brass cap mkd.




